MAJOR TECHNICAL SPECIFICATIONS 


APPENDIX - MAJOR TECHNICAL SPECIFICATIONS 


Item Area US.A, 
Body Type Sedan 
Vehicle Grade ees 
Model Code GSV40L-BETGKA 
Length mm (in.) 4855 (191.1) 
Overall Width mm (in.) 1820 (71.7) 
Height mm (in.) 1450 (57.1) 
Wheel Base mm (in.) 2775 (109.3) 
Front mm (in.) 1575 (62.0) 
Tread 
Rear mm (in.) 1565 (61.6) 
: Front mm (in.) 950 (37.4), 960 (37.8)*2 
Effective Head Room I 
, Rear mm (in.) 935 (36.8), 940 (37.0)*2 
= sihecrive ee Reid Front mm (in.) 1071 (42.2) 
2 Rear mm (in.) 911 (35.9) 
3 Sieider Rom Front mm (in.) 1455 (57.3) 
3 Rear mm (in.) 1430 (56.3) 
a) Front mm (in.) 970 (38.2) 
2 Overnane Rear mm (in.) 1110 (43.7) 
2 Min. Running Ground Clearance mm (in.) 140 (5.5) 
= Angle of Approach degrees 13.0 
5 | Angle of Departure degrees 14.2 
= Front kg (ib) 994 (2191) 
Curb Weight Rear kg (Ib) 630 (1389) 
Total kg (Ib) 1624 (3580) 
. Front kg (Ib) 1123 (2476) 
ae Weight | Rear kg (Ib) 999 (2203) 
Total kg (Ib) 2122 (4679) 
Fuel Tank Capacity 2 (US.gal., Imp.gal) 70 (18.5, 15.5) 
Luggage Capacity (SAE) m3 (cu.ft.) 0.418 (14.76) 
Max. Speed km/h (mph) 220 (137) 
Max. Cruising Speed km/h (mph) 184 (114) 
Acesleration 0 to 60 mph sec. 6.8 
0 to 400 m sec. 15.0 
2 1st Gear km/h (mph) 60 (37) 
E weed 2nd Gear km/h (mph) 104 (64) 
5 ane gag 3rd Gear_km/h (mph) 140 (87) 
4th Gear km/h (mph) 199 (123) 
Sth Gear km/h (mph) = 
Turning Diameter Wall to Wall —_m (ft.) 11.8 (38.7) 
(Outside Front) Curb to Curb m (ft.) 11.2 (36.7) 
Engine Type 2GR-FE 


Valve Mechanism 


24-valve, DOHC with Dual VVT-i 


Bore x Stroke mm (in.) 94.0 x 83.0 (3.70 x 3.27) 
Displacement cm3 (cu.in.) 3456 (210.9) 
Compression Ratio 10.8: 1 
Carburetor Type SFI 

Octane Rating 91 or more 


Max. Output (SAE-NET) kW/rpm (HP@rpm) 


203 / 6200 (272 @6200) 


Max. Torque (SAE-NET) 


N-m/rpm (ft-lbf@rpm) 


344/4700 (254@4700) 


Electrical 
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Battery Capacity (SHR) Voltage & Amp. hr. 12-55 
Alternator Output Watts 1200 
Starter Output kW 1.7 
Clutch Type _ 
Transmission Type U660E 
In First 3.300 
In Second 1.900 
In Third 1.420 
Gear Ratio In Fourth 1.000 
In Fifth 0.713 
In Sixth 0.608 
In Reverse 4.148 
Differential Gear Ratio* 3.685 
Front Ventilated Disc 
Brake Type — 
Rear Solid Disc 
Parking Brake Type Duo-servo 
Brake Booster Type and Size Single, 10” 


Proportioning Valve Type 


1: Counter gear ratio included 


*2: Models with panorama moonroof 


: Front MacPherson Strut 
Suspension Type 
Rear MacPherson Strut 
2h Front Standard 
Stabilizer Bar 
Rear Standard 
Steering Gear Type Rack & Pinion 
Power Steering Type Hydraulic Type 
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